Mouth EXTENSION ELEMENTS | prosect:

Blown FOR SOLID AND ART GLASS

To select and build your code, please follow these steps :

Step 1 - Sselect your canopy

PR1
5 1/4"
(127 mm)
2 41727 5
‘L (114 mm)
[ 1 ¥
25 1/8
( mm)¢ A3 mm)
—> <
3/4"
(19 mm)
P2 PR2
(1‘314?;,) Available only with cable
" 21"
(103 ?nm) (533 mm)
191/4”
‘L (489 mm)
1 ] Ry
v (25 mm) A A G mm)
11/8"
(29 mm)
— jL <
" 3/4"
»(227/r§1m)€ (19 mm)
Step 2 - Sselectyour finish color
P1and P2
01 02 03 04 04BR 05 06
. 0 .= 0 . .
White Black Gold Plated Chrome Brushed Architectural Antique
Chrome Bronze Copper
07 08 11 12BR 13 14
Antique Antique Matte Brushed Satin Almond
Brass Silver White Nickel Nickel
PR1 and PR2
01 02 04BR 05 11 12BR 13 14
White Black Brushed  Architectural Matte Brushed Satin Almond
Chrome Bronze White Nickel Nickel
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Step 3 - Selectacable or rod
12V Cable
(BI-PIN or MR16)

co BK
Metal Black

Standard length :
72 inches (1829 mm)

Custom cable available.
Max : 10 ft (3048 mm)

Step 4 . selectyour cone
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120V Cable
(MED/E26)

BK WH

Black White

Standard length :
72 inches (1829 mm)

Custom cable available.
Max : 20 ft (6096 mm)

C2

(76 mm)

Step 5 . selectyourlight source

1A

BI-PIN
GY 6.35 50W MAX

Lamp included

1A
MR16/50W MAX

Equipped with an electronic converter

277 Volts available with rod only.
Add «2» at the end of the code.

Ordering code examples

Rod (inches)
(BI-PIN, MR16 or G9)

06 12 18 24 36 48
(152 mm) | (305 mm) | (457 mm) | (610 mm) | (914 mm) |(1219 mm)

The color of the rod is matched to the canopy.
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Note for C3
Due to the different threading of C1
or C2, please mention «for C3» when
ordering the glass only.

2A 2B
MED/E26 G9
With cable only With rod only

Shapes 127, 150, 250 and 350

:}ﬂ‘l‘l'm: With coaxial cable : With black cable: With rod :
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c@us P102COC31A P207BKC11A P212BR36C21A2
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Certified UL Standards CANOPY C(C):éﬂ/é\. LAMP CANOPY BLACK CABLE LAMP CANOPY % F[\?CI?—{ . LAMP
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